Turboprop – Tech/Backline Requirements

PIANO
· Piano (upright or grand) tuned to A440
· Adjustable bench
· Sound monitor

DOUBLE BASS
· 1 double bass, carved top preferred
· Gut strings or Velvet brand strings preferred
· 1 bass amplifier, preferred brands: Acoustic Image, Markbass, Ampeg, David Eden, Galien Krueger with 2X10, 4X10, 1X12, or 2X12 cabinet (no 1X15 if possible)
· 1 channel, to send house phantom powered bass mic (provided)
· Sound monitor
· 1 music stand

DRUMS
· Bass drum (18’ or 20’)
· Snare drum
· 1 rack tom 
· Floor tom
· Adjustable stool
· High hat stand
· 3 cymbal stands
· Sound monitor
· 1 talk mic

Horns
· 3 Microphones on boom mic stands
· 2 Sound Monitors 
· 3 music stands










INPUT LIST

2 piano mics
1 Tenor saxophone mic
1 Alto saxophone mic
1 Trombone mic
DI from the bass amp
1 Bass Mic 
1 Talk Mic
Drum Mics
· 1 Snare
· 1 rack tom
· 1 floor tom
· 2 overhead
· 1 bass drum
· 1 hihat 






























Turboprop - Tech/Backline
Requirements

oo
Jretaad

Ot e U s rlrsd
A Dord . e s s A . TS 2012
Py -

Sros
R st
[y
S

T ———




